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                                    INSTALLATION GUIDELINES FOR SBR RUBBER TILES 

To help prevent future problems, these installation instructions MUST be followed. 

All Rubber, are sensitive to climatic conditions. They will curl and contract by up to 1% in hot 

weather and expand by up to 1% in wet weather. The correct application of adhesive will help 

prevent Tiles lifting and gaps forming. If gaps appear in your installation which close after wet 

weather, then the correct type, amount or use of adhesive has not been followed.  

Standard black or dyed SBR Rubber  Tiles will release carbon black as they age and particularly in hot 

weather. When installing green, red and black SBR Rubber Tiles in the same installation, the Installer 

should be aware that due to raw material implications, each colour tile will differ in size. Although 

this difference is minimal, particular care on installation of chequer-board patterns should be taken. 

Tiles can be cut using a jigsaw or sharp trimming knife. 

ADHESIVES 

THE USE OF ADHESIVES OTHER THAN THAT SUPPLIED BY CLIMBING WALL MATTING  IS NOT 

RECOMMENDED AND WILL INVALIDATE ANY GUARANTEE ISSUED. 

Tiles will shrink and expand due to climatic conditions, but the correct use of the recommended 

adhesive will decrease the likelihood of Tiles curling and gaps appearing. 

Matrix 500x 310ml CARTRIDGE ADHESIVE 

•No more than 1.5m2 of Tiles should be laid to each 310ml cartridge. 

GENERAL INSTALLATION GUIDELINES 

Surface mounted installations are likely to suffer from gaps in extreme climatic conditions because 

they have no supporting edging to hold the Tiles in the really tight fit required. However, we 

recommend that particular attention be applied to applying adhesive on ramp edges and corners to 

prevent lifting and vandalism. Weights may be placed onto the outer tiles to ensure secure bonding. 

•Always use the correct amount of adhesive. 

•Ensure that the solid base is DRY, clean and free of debris and dust. 

•Ensure that at least 60% of the underside of the Tiles have adhesive applied. 

•Always apply adhesive ensuring the tile feet are well covered to ensure a secure bond. 

•Particular attention MUST be paid to the correct fusion of the Tile edges. 

•Rub the edges of the Tiles with an abrasive coarse paper to remove surplus silicone before applying 

the adhesive. One or two strokes in each direction is plenty. 

•As the laying of Tiles commences, it is advisable to lay one row without applying the adhesive to 

obtain a suitable datum line. On approaching the equipment, mark and cut around the legs etc, 
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using a sharp trimming knife or jigsaw. Care should be taken to be as precise as possible as any 

errors at this stage will escalate as more Tiles are laid. 

•When laying the Tiles keep pushing them tightly up against each other, ensuring they do not 

bounce back. It is important to check the alignment of the tile edges and cruciform pattern as you 

go. 

•When laying Tiles in hot weather, lightly spray water onto the Tile just before applying the 

Cartridge adhesive. 

•When laying Tiles in hot weather ensure the adhesive is kept cool at all times. Store it in a fridge 

and take to the site in a cool box. This will stop the adhesive becoming runny and dripping off the 

Tiles before a good bond has formed. 

INSTALLATION CHECKLIST 

o Read the Safety Data Sheet for the adhesive before starting the installation. 
o Surfaces should be dry, clean, dust-free . 
o Tiles should never be laid on dirty/unclean surfaces. 
o Remove tiles from pallets and lay out on site to acclimatise to local conditions for 12 hours. 
o All adjacent Tiles must be laid on the same day to ensure conformity of lines. 
o Take care not to lay coloured Tiles from different batches together, as there may be some 
difference in colour. 
o Use the recommended amount of adhesive. 
o Use the adhesive correctly. 
o Ensure 60% of the underside of each tile has adhesive applied to it.  
o Pay particular attention to a good adhesive bond on the tile edges. 
o Keep kicking, pushing and shoehorning the tiles tightly against each other whilst the adhesive sets. 
o Always wear gloves when laying tiles. 
o If the adhesive comes into contact with skin, wipe off excess with a paper towel, then clean with 
resin removing cream or hand cleanser – do not use solvents. Finally, wash with soap and water. 
o Always follow normal site safety procedures to protect yourselves and the public.  
 
CARE OF YOUR INSTALLED TILES  

During hot, dry spells Tiles should be doused with water occasionally to prevent them drying out 

completely. Clean Tiles, if necessary, with a weak solution of washing-up liquid and water. A hard 

broom or jet-wash can be used. DO NOT put oil-based or petroleum-based chemicals on your Tiles. 

 


